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PROPOSED TYPICAL SECTION
BRIDGE APPROACH PAVEMENT

STA. 14+10.37 TO STA. 14+40.37
STA. 15+59.13 TO STA. 15+89.13

EXISTING R.O.W.

A TYCO INTERNATIONAL LTD. COMPANY

FL.AL TOTAL |SHEET
FAUL sECTION COUNTY | JOTAL SHEE
EARTHSE)T BE © H 96-00099-00-BR|  DUPAGE 62 | 8

STA. 13+25.00 TO STA. 16+55.00

FED. ROMD DIST. 0. ILLINOIS | FED. AID PROJECT

EXISTING LEGEND

BITUMINOUS CONCRETE SURFACE COURSE, 1 1/2”
BITUMINOUS CONCRETE BINDER COURSE, 2 1/2”
BITUMINOUS PAVEMENT (DEPTH UNKNOWN)

BITUMINOUS BASE COURSE, 6"

BITUMINOUS OR P.C. CONCRETE BASE COURSE (DEPTH
SUB-BASE GRANULAR MATERIAL, 4” & VARIES
COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.1
67 PVC PERFORATED PIPE IN AGGREGATE TRENCH
P.C.C. SIDEWALK

BRICK PAVERS

OOEEOMHEOeE®

PROPOSED LEGEND

CONTRACT 83664

UNKNOWN)

2

(D BITUMINOUS SURFACE REMOVAL, 3"
(2 BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX D", N70, 1 1/2"
® BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19, N70, 2 1/2”
(@ LEVELING BINDER (MACHINE METHOD), SUPERPAVE, N70, 1 1/2”
() BITUMINOUS BASE COURSE, SUPERPAVE, 8"
(® SUB-BASE GRANULAR MATERIAL, TYPE B, 4~
() COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12
P.C.C. SIDEWALK, 5 WITH 2” AGGREGATE SUB-BASE (CA-6)
(3 BRICK PAVERS
% PROPOSED BRICK PAVER SIDEWALK ALONG BACK OF CURB VARIES
IN WIDTH ( SEE PLANS FOR LOCATIONS).
CHICAGO AVENUE PAVING LIMITS
STA. 34+10 TO STA, 34452
(D BITUMINOUS SURFACE REMOVAL, 3
® BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX “D”, N70, 1 1/2"
(© LEVELING BINDER (MACHINE METHOD), SUPERPAVE, N70, 1 1/2”
BITUMINOUS MIX REQUIREMENTS
1TEM AC TYPE voIDS RAP THICKNESS
BITUMINOUS CONCRETE SURFACE COURSE, PG 64-22 4% @ 70 GYR. 10% 12"
SUPERPAVE, MIX "D, NTO
BITUMINOUS CONCRETE BINDER COURSE, PG 64-22 4% e 70 GYR. 15% 2y
SUPERPAVE, IL-19, NTO
LEVELING BINDER (MACHINE METHOD), PG 64-22 4% @ 70 GYR 10% 1y
SUPERPAVE, N70
BITUMINOUS BASE COURSE, SUPERPAVE, 8 PG 58-22 2% @ 50 GYR. 50% 8"

NOTE: PLAN QUANTITIES CALCULATED WITH A UNIT WEIGHT OF 112.0 LB./SQ. YD./IN. THICKNESS.
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